
Data Sources and 

Dates 

Elevation: 

• 2011 USGS LiDAR 

• ~ 1m point spacing 

 

Bathymetry: 

• NOS surveys/soundings 

• Multiple years/resolutions 

 

Digital Elevation Model 

• RISPF, NAVD88 

• 1m pixel, (3.28ft.) 

 



Scaling the Flood 

Surfaces 

Inundation =  

(NPT Flood Depth) * (Scale Factor) 

Newport Water Levels  
(Above NAVD88) 

Event Meters Feet 

25 Year 2.29 7.51 

50 Year 2.80 9.19 

100 Year 3.46 11.35 



Converting Between 

NAVD88 and MHHW 

MHHW Inundation  =  

(Scaled Flood Depth) - (MHHW 

Conversion) 



Cleaning the Results 

• Remove MHHW surface 

• Group all connected pixels 

• Isolate unconnected low-

lying areas > 1 acre 



Cleaning the Results 

• Remove MHHW surface 

• Group all connected pixels 

• Isolate unconnected low-

lying areas > 1 acre 



25-Year Event 



50-Year Event 



100-Year Event 



100-Year Event 



100-Year Event Plus 5’ SLR 



Online Map Access 

URI EDC Web Mapping Portal 

 

http://edc.maps.arcgis.com/ 

 

Search for “Scaled SLR” 


